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Therm-O-Stix™ Adhesive Cement  
Datasheet Code  US: 5-14-1055  

 

Product Description 
Therm-O-Stix is a fibrous adhesive material 
composed of sodium silicate and cellulose fiber, and 
contains no asbestos fibers. Therm-O-Stix is a fast 
setting compound used for bonding board or blanket 
insulation to surfaces and has excellent adherence 
for holding in place while other refractories are 
being installed. It can be used to waterproof board 
and blanket insulation to prevent the insulation from 
absorbing moisture from product being installed, 
such as castable and moldable refractories. Therm-
O-Stix can be brushed or troweled on the products 
for bonding to various surfaces. 
 
When coating material to make impervious to 
moisture, coverage will be approximately 20 sq. ft. 
per gallon. When spot troweling to stick board or 
blankets to surfaces, coverage will be approximately 
25 sq. ft. per gallon. 

Handling 
Therm-O-Stix should be stored at room 
temperature. Should product freeze from outside 
storage, bring back to room temperature and remix. 
Normal shelf life is minimum 12 months in 
unopened containers when stored properly.  
 
Features 
 Fibrous adhesive maximum service temperature 

1200°F (649°C) 
 No asbestos fibers 
 Fast setting compound 
 
Applications 
 Bond fiber insulation or vermiculite boards 
 Adhere fiber products to metal temporarily 
 Waterproof fiber blankets and boards 

 

Mastics Product Name Therm-O-Stix Adhesive 

Fiber Class Sodium Silicate 

Material Grade Cement 

Physical Properties   

Color off-white 

Continuous Use Temperature, °F 1200 

Continuous Use Temperature, °C 649 

Classification Temperature, °F 1200 

Classification Temperature, °C 649 

Density, dried @ 230°F, pcf 15 

Denisty, dried @ 110°C, kg/m3 240 

Density, wet, pcf 82 

Denisty, wet, kg/m3 1314 

Shelf life, months 12 

Chemical Analysis, % weight basis after firing 

Silica, SiO2 74 

Other 23 

Ash 3 

Availability 

Pail 5 gallon 

 


